KIESELSTEIN®

WIRE SOLUTIONS

Draw-Peeling Plants
YcTaHOBKM ANA BONIOMUSIbHOMN LLAaOpOBKU

Material test on own testing field on request

Bo3mMo>xHO npoBegeHue ucnbiTaHMm Bawero marepuana
Ha Hawem obopynoBaHum



Based on our numerous references and our experience with draw-peeling, also or
better because of our in-house testing plants, we continuously develop our wire draw-
peeling machines and draw-peeling plants and adapt our SOLUTIONS

ENGINEERED to the requirements of the market. Our plants are characterized by:

- Ensuring superior quality standard

- High degree of safety and automation by automatic wire infeeding
-High-speed chip breaker for an optimal chip disposal

-High degree of availability due to double wire take-up

-Proved cooling concept for maximum tool lifetime

OCHOBbIBAsACb Ha OT3bIBaX KITMEHTOB U HalLeM OnbiTe PaboTbl HAa TECTOBbLIX 06pa3uax
BONOYUNbHO-CKanbnupylwero obopyaoBaHMsA Yy HAc Ha npeanpusTUU, Mbl
NOCTOSIHHO COBEpLUEHCTBYEM Halle BONOYMNbLHO-CKanbnupylowee o6opyaoBaHue B
COOTBETCTBUM C TpeboBaHUsIMU pblHka. Hawe oGopyaoBaHue wumeeT psj
npPeuMyLLecTs:

-CooTBeTCTBME BLICOKUM CTaHAapTaM Ka4decTBa

- Bbicokas cTeneHb 6e30nacHOCTM U HanMune BO3MOXXHOCTU aBTOMaTU4YeCKON nogayun
NMPOBOJIOKHA

- BLICOKOCKOPOCTHOM CTPY>XKOJIOMaTe b A4S ONTUMaribHOro yaaneHuUs CTPYKKK
- MMHMMM3aUMA NPOCTOEB 3a CYET UCNOSIb30BaHUA ABOMHOIO NPUEMHOro YCTPOUCTBa

- NMpoBepeHHast KOHLUENLNA CUCTEMbI OXNaXAeHUs, NO3BONAILAA YBENIUYUTb CPOK
CcnyX6bl UHCTPYMeHTa

Size / Pasmep
| 10| 30| 60| 100 150 200| 250
Drawing force / Cuna taru [kN]
| 10| 30| 60| 100 150| 200| 250
Max. inlet diameter / Makc.OuameTp MpoBonokn-cbipbsa [mm]
| 4 7| 10| 14| 19| 25| 32
Finish diameter / JuameTp roroBor npoBonoku [mm]
from / ot 0.8 25 5.0 5.5 10.0 14.5 18.0
to/ po 3.5 6.5 9.5 13.5 18.5 24.0 30.0
Diameter of drawing capstan / inameTp Bono4nnbHoro agncka [mm]
| 400| 600| 800 1000| 1200] 1200 1200
Strength of inlet wire / npoyHocTL NPOBONOKN-CLIPLA [Mpa]
1400 for all sizes / 1400 ans Bcex pa3mepoB
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