KIESELSTEIN®

WIRE SOLUTIONS

Wet Drawing Machine ZHN-G

MawuHa mokporo sonovyeHumna ZHN-G

Wet drawing machine for high-tensile steel wire and non-
ferrous wire

MawmHa MOKpPOro BoJfioueHus Arifd BbiICOKOMPOUUHbIX
CTalibHbIX NMPOBOJIOK M LBETHOMEeTaMIJIMYeCKUX NMpPpoBOJIOK




2 drawing shafts and 1 return shaft arranged in each drawing basin in
order to ensure a straight wire run towards the drawing die

Submerged lubrication and cooling of wire, drawing tools and drawing
cones

Easy operation as drawing tools are arranged in one plane in the upper
area of the drawing basin

Drawing machine is installed on floor, special foundation is not
necessary

Drawing and return shafts are driven via maintenance-free toothed belts
or V-belts

2 BONoOYUInbHbLIX 1 oAUH 06BOAHOW Ban B
KaXkaon BONoO4YMIIbHOM BaHHe Ana obecnevyeHus NnpssMoro Bxoaa
NPOBOSIOKN B BOJIOKY

I'Iorpy>KHoe CMa3biBaHUe U oxXraxgeHue npoBoOJyiOKU, BOJNTIOYUITIBHOIO
MHCTPYMEeHTa U KOHyCOB

Yno6Hoe o6cnyxnBaHue B 0O4HOM NSIOCKOCTU U pacnonoXeHHble BBEPXY
BONOYMUSIbHbIE MHCTPYMEHTbI

YctaHoBKka 6e3 chyHaameHTa

MpuBoA BONMOYMIILHOrO U 06BOAHOrO Bana ¢ NOMOLLbIO
HeobcnyXXnBaemoro 3y64aToro Unm KIIMHOBOIro peMHs

Technical data / TexHU4YecKkne gaHHbIe

Number of basins/

Yucno BaHH

Inlet wire diameter (mm)/
BxoaHoun guameTp (Mm)
Max. number of drafts/

0,1-1,5 0,1-2,0

13 25
KonuyectBo npoxoaoB MakKc.
max. drawing speed (m/s)/ 20 20
Makc. CKopocTb Bosio4yeHusa (m/c)
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