WIRE SOLUTIONS

Wire mesh slitting machine

Pe3anbHas mMmawvHa gna TKaHM

Material to be slit

Wire mesh / Plastic mesh / Glass fleece / Paper

O6pabarbiBaemMmble maTepuansbl

NMpoBono4Hble TKaHU / NnacTuka / creknoxoncrt / 6ymara



Working principle: roll to roll (wire mesh panels on request)
Roll diameter and width on customer’s request
Roll weight on request

NPUHUUN Pa6oThbl OT pofiMKa Ha POJUK
AvaMeTpbl PorivKa 1 LUIMPUHA B COOTBETCTBUM C TPeOGOBaHMUAM KITMEHTa
BeC POJSIUKU MO 3anpocy

Roll edge guided

Laser for adjusting of mesh roll

Digital display for blade position

Pneumatic blade fixation /pneumatic blade lining
2nd slitting level

Lateral slitting device

Winding device for the slitted mesh edge
Operation through text display or screen

ynpaBrieHue pe3Ku rno KaHtam
JNlazepHoe ycTponcTBa ANA pUXTOBaAHUA

noaBeAeHMe HOXa B NO3ULIUIO NPU NOMOLUM LM pOBOM MHAMKALIMA
nHeBMaTn4veckasi (oukcaumsa Hoxa

nHecpmaTUyecKas nogaya Hoxa
2-011 ypOBEHb pe3Ku
YCTPOMUCTBO NONEpPEeYHON pe3Ku

HaMOTO4YHOE YCTPOMUCTBO ANA OTpe3aHHOM KpomMKku /O6ecnyxnBaHme yepes
Tabno unu aKpaH

Technical data / TexHnuyeckas xapakTepucTuka

Size DGS 1 DGS 2 DGS 3 DGS 4
Fa6apuTHbLIM pa3mep

Thickness of wire mesh 0,04 - 0,08 mm 0,08 - 0,8 mm 0,8-1,6 mm > 1,6 mm
TonwmHa TKaHu
Material to be slit

O6pabaTtbiBaeMble Wire mesh, plastic mesh, glass fleece, paper Wire mesh
MaTepuanbi MpoBoroYHbIE TKaHW, NacTvka, cTeknoxoscT, bymara MpoBonoYHbIE TKaHW
Slitting procedure Blade Blade Blade Plasma-burner
MeTon pe3ku HOX HOX HOX Mna3meHHas ropernka
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