KIESELSTEIN°®

WIRE SOLUTIONS

Wet Drawing Machine WGTU 40/10

CraH mokporo sonoueHuma WGTU 40/10

Wire material

Wet drawing machine for high-tensile steel wire and non-
ferrous wire

MaTepuan npoBoOsIOKM

Cran MOKPOro sosfovdeHumsa ansa BOJMIOUMEeHUA BbICOKONMPOUHbIX
MPOBOJIOK M3 CTarZim U LLBETHbIX MeTarnsnos



2 drawing shafts and 1 return shaft arranged in just one drawing basin -
low space requirement

Submerged lubrication and cooling of wire, drawing tools and drawing
cones

Easy operatable as drawing tools are arranged in one plane in the upper
area of the drawing basin

Drawing machine is installed on floor, without foundation

Drawing and return shafts are driven among each other via maintenance-
free toothed belts or flat belts

C ABYMA TOPU3OHTAJIbHbIMU LLIKVI(*)aMVI B O4HOM Oake - ManeHbKas
3aHnMMaemas nJioiwaab

WKNbI C BONOYUITbHLIMU UHCTPYMEHTaMM NOrpyXeHHble B CMa3Ky BO
Bpems paboTbl

npocTtoe o6cnyXxnBaHme BONOYUIIbHbIX UHCTPYMEHTOB
nocraBka o6opyaoBaHuMe Ha nony 6e3 ocobon noarotoBku chyHaameHTa

MpuBoA ocywecTBNAETCA NOCPEACTBOM 3y64aTbIX UNX NSTIOCKUX PEMHEN

Technical data / TexHn4yeckas xapakrepmucTuka

Wire diameter (mm)/

OnameTp NnpoBONOKU (MMm)
Number of drafts/

MpoTaxKu

max. drawing speed (m/s)/
MaKC. CKOPOCTb BoniovyeHus (m/c)

0,3-1,5

10

20
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