KIESELSTEIN®

WIRE SOLUTIONS

Pre-drawing unit VZ

MawmHa npeasapurtenHoro sonoueHuuna VZ

Range of application

One-purpose machine, installed directly in-line with a
subsequent unit with intermitting wire inlet force

cchepa npumMmeHeHUR

CneumanbHas BONOuYMIIbHAaA MawvHa gna
COBMECTHOM paborte B nMHuM



Horizontally arranged drawing capstan

Wire windings paid-off are fed into the subsequent equipment via
dancer roll, thus resulting in a speed control of the drawing machine

Depending on size, dancer roll is spring loaded or with pneumatic or
hydraulic actuation

From size 30, pre-drawing units may be equipped with a follow-up
wire feeding device

Drawing lubricant box applicable for drawing soap of fluid lubricants

Fopn3oHTaNbLHO pacnonoXeHHbIN BOMOYUNbHbLIN 6apabaH

BuTKM NpOBOMOKU NOJAIOTCA Yepe3 KOMMNEeH3upyroLiee
YCTPOUCTBO Ha Nnocneaymollyo oopaboTKy, 3TUM U yripaBnfaeTca
4YMUCro 06OPOTOB BONMOYUIILHOM MALLUHDbI

Komnesupyowmm ponmk ¢ nHeMaTu4ecKkoM U ruapaBrinyecKkom
YCTPOUCTBOM

Mpu 6onbwomM TUNOpasMepe MalUUHbI ONOMHUTENbHOe
OCHalleHue ¢ YCTPONCTBOM A1l NPoABUKEHUA NPOBOSIOKN

MbinbHULa gna Mbina unm AMYyJicumn

Technical data / TexHu4Yeckas xapakTepucTuka

Wire diameter (mm)/ 15-25.0
DvaveTp npoBonoku (Mv) ’ !
Size of drawing capstan (mm)/

Dvavetp 6apabaHa (Mv) 300-1.000
max. drawing speed/ 240 m/min, steplessly adjustable
CKOpOCTL 240 WM/H, C MIIABHOW PeryrnMpoBKOoi
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