KIESELSTEIN®

WIRE SOLUTIONS

Down Coiler WVZ-S

MpoTsxxHon HamoTuukKk WVZ-S

Innovation

Large diameter range with high flexibility and productivity

MHuHOoBauMA

BonblION CNEeKTp AMamMeTpoB ¢ 6onblUOK
npou3BoaAUTESNIbHOCTbIO



Large working range due to double drawing capstan construction
Quick-change of the drawing capstans due to modular drawing ring
High productivity due to double mandrel

Hydraulic drawing die box adjustment

Easy wire handling due to integrated advancing device/

Optional: automatic pull-in dog for the protection of the wire surface
and the surface of the drawing capstan

Optional: triple drawing die holder

Integration into existing drawing line or operation as separate plant

Bonbwown anana3soH paboTbl 6narogapa AByx 6apabaHHON KOHCTPYKLUK
BuicTpasi 3ameHa 6apabaHoB Gnarogapsa MoAyfbHOMY KOnbLy BOSIOYEHUA
Bbicokuin koacdpchuumeHT ncnonb3oBaHus bnarogaps ABONHON ne6éake
MpapaBnuyeckas ycTaHOBKA NONMOXEHUS BONIOUMUITLHOIO SILMKA

MpocTtoe obpalleHue ¢ NPoOBOJIOKOW bnarogaps MHTErPUPOBaHHOIO
ycTpoMcTBa nogayu

OnuMoHanbLHO: aBTOMaTU4Yeckue BTArMBaoLllmMe LaHru aons 6epe)|<Horo
o6pau.|,eHm| C NOBEpPXHOCTbIO MPOBOJIOKN U BONMOYUITbHOIO 6apa6aHa

OnuuoHanbHO: TPOMHOMN AepXaTenb BONOK

I/IHTerpMpyeM B MMeLYyCH B HaJINYUUN JINHNIO BOJIOYEHUA UITN KaK
oTAaelJibHaA YCTaHOBKa

Technical data / TexHu4yeckas xapakrepucTuka

Wire diameter (mm)/
OnaveTp npoBonoku (Mm)

55-24,0

Max. inlet tensile strength (N/mm?)/

Makc. npo4YHOCTbL NPOBONOKU Ha Bxoge H/mm?

1500

max. drawing speed/
CKOpOCTb

180 m/min, steplessly adjustable
180 M/MUH, C NNIAaBHOW perynmpoBKoun
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